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TECHNICAL CHARACTERISTICS

The Type W enables the automated opening and shuttin  g of the flap shutters (one or two leaves).  
It is designed for domestic use.

1 Leaf 2 Leaves 

 * m 06.0 *m 03.0   htdaerb laminiM

 *m 6.1  *m 8.0   htdaerb mumixaM

 *!m 2.3 *!m 6.1 aera mumixaM

Maximum weight per leaf 50 Kg 

Minimal distance for strap 
hinge/shutter 

30 mm 

Typical movement finish Dynamic (stopp ing when hindered) 

Voltage/current 24 V DC ± 10% 

Power/ Current 100 W  

Motor torque 25 Nm 

Shutter rotation speed 1.9 rpm 

 s 81  timil emit gnisolc ro gninepO

 C seerged 07+/03- ta desu eb ot erutarepmeT

Colour Black (other colours on request) 

NB : All  of the data in the table is by way of indication, depending on specific conditions (wind, 
state of hinges) and does not constitute a firm commitment. 
*  For  all  other sizes contact Tuinman Luiken . 

We recommend you do not operate the Type W in very s trong winds; this could damage the shutters and the 
device

The thickness of the hinges must be 5mm min

 THE ABSOLUTELY ESSENTIAL
MINIMAL DISTANCE BETWEEN THE 
FLAN OF THE SHUTTERS AND THE 
HINGE AXIS IS 30 mm

MIN
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For shutters higher than 110 cm. we recommend a third Type-W Crosshinge with 8 mm thickness  _____________________________________________________________________________ 



   

ASSEMBLY INFORMATION

LIST OF MATERIALS FOR INSTALLATION: 

CONTENT OF THE KIT:

1 Rotary Comb hammer Drill 
1 Diamond core bit �q�������� to 68mm ��
1 Steel drill bit �q����������mm 
Metric hexagonal keys 2 and 4 
Flexible electrical wires 2 x 1.5 mm 2 and 3 x 0.75 
mm 2

1 Electrical box 60 mm depth (hard wired version) 
1 concrete drill bit �q������length according to wall 
thickness 
1 Dispenser for chemical sealing  
1 Sealing kit (with mesh sleeves) 

         

          

Motor 1 
Motor 2 

Control box 

Switch 

 Drilling gauges 2 seal mounting 
rings 

4 Shutter fixing 
screws 

2 flanges 2 Gaskets 

4 ring crimp 
terminals for B 
Motor 

4 Spade crimp 
terminals pour  
 A Motor 

OR 

2 sleeves 
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2 Ð MARKING FOR DRILLING 

Install and wedge the shutters in a closed position.  Put the drilling gauge (5) on the strap hinge of the shutter and 
draw in the area to be drilled with a pencil. 

Make sure you are very parallel to the wall

4 Ð DRILLING OF THE WALL 
A. Remove the shutters. 

Use the rotary comb hammer on drilling only position. Do not use it on Hammer position. 
Fixe the diamond core bit and the hole Ðstarting aids. 

B. Drill the 2 holes to a depth of 150 mm always vertically and horizontally perpendicular to the wall. 

For drilling, follow the safety instructions recommended by the manufacturer of the drill. 
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C. Drill the 16 mm diameter holes for sheathing 

 Clean tidily the holes with a vacuum cleaner and a metallic brush. The chemical seal doesn�‹t adhere on dust

5 Ð SETTING UP OF THE MECHANISED HINGE 

A- Unscrew the two mounting screws. Take the motor from the fitting box guard. 
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B-  Provide a sheath for the electrical connection. Prepare for the wire to be 20 cm long on the other side of the 
wall. 
Fit the mesh sleeve furnished with the sealing Type W     and the fitting box guard in the hole. 
Make penetrate the sheath in the box guard. 
. 

              

C- Pass wires through the joint (9). 
Connect wire according to the wiring diagram and reassemble the case. 
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Insert the tube into the motorcase.
Or seal the back end hole with a cable grommit 



   

D. Turn the motor several times to twist the wires and get up again to the case. 

E. Position the rings (6) on the 2 hinges and readjust the shutters in place. 

Fix the hinges motorized on the strap hinges. 

 Attention with the good vertical alignment of the hinges.  
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7 Ð ASSEMBLY OF THE SHUTTER ON THE MECHANISED HINGES 

  
a- Dismount the shutters.  
b- Withdraw the ring (6). 
c- Mount back the shutters. 
d- Apply threadlocker on the 2 M4 screws (7)
e- Fix the shutters on the hinges by the sleeve (8) and 2 screws M4 (7) on each hinge. 

8 Ð SETTING UP OF THE CONTROL CASING 

1) Hard-wired kit : 

For the hard-wired kit attach a 60 mm deep flush fitting box to the inside of the house and connect the wires as shown 
in the cabling diagram. 

2) Radio :  

The casing can be installed at your liking, in the false ceiling, the wall lining, a flush fitting box etc. É  

4
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ELECTRICAL CONNECTION

ELECTRICAL CONNECTION RADIO VERSION

Pay attention to your safety: 

- The electrical installation must be carried out in accordance with the national standards in 
force, as well as any obligations foreseen by the law and/or by all obligations in force, laid 
down for this purpose. 

- Electrical connection must take place without voltage: Do not connect the sector before 
having disconnected all assembly operations. 

- Do not use any switches other than those supplied in the kit (4) 

- If the cables from the control casing are damaged, contact our after-sale department. 

- The 220V-24V feed used must comply with standards in force 
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ELECTRICAL CONNECTION HARD WIRED VERSION

Motor 1
Motor 2

Identification of motor 1. 

Motor 1 mechanises the covered flap.  
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Connection of motors

Be careful to the polarity of the engines Following model 

    Use Spade crimp terminals 11   Use the ring crimp terminals 10

If your TYPE W is intended for the mechanisation of    a single flap shutter, it is absolutely essential t     o 
connect it on motor 1   

Red point = polarity + Snick = Polarity + 

Motor Type A Motor Type B 

11 

10
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Feed connection

Connecting the power supply should meet the recommendations of the manufacturer 
thereof. 

Push button connection Wired version

Radio switch connection

Screw or stick the radio switch to the place of your choice at least 20 m from the control casing. 

Feed not supplied 

Feed 24 V DC ± 10%  
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BRINGING INTO SERVICE

The product Type W has a push button to learn (bench  mark prog.) That determines the stroke of 
each wing. 
The motors work at low speed as the apprenticeship has not been carried out. 

Operation directions: 

1) Turn on the system. 
2) Only for radio products: 
Pairing your radio transmitter by following the instructions provided in the instructions for pairing 
radio 
3) Close the shutter(s) with the command close. 
The shutter 1beating around 6 seconds after the shutter 2 
4) Wait until the green LED turns off. 
If the flaps are not completely closed, raise an order for closure beginning with step 3. 
5) When the flaps are closed, start the learning cycle: 
With a small screwdriver, press the prog.

1)  

When the shutter is open and the Led is no longer flashing, the system is operational. 

Operation of the shutters

Opening of the shutters Press on the open push button 
Closing of the shutters Press on the close push button 
Stopping of the shutters in 
middle position 

Repeat the last command. 
(Open button when opening in progress) 
(Button closure if closure in progress. 
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The Type W is fitted with a failsafe metric ampere m easure.  In the event of hindrance during 
opening or closure, the shutter turns back on the direction it is working in and returns to its initial 
position.  

Connecting option electromagnetic lock

Connect the electromagnetic lock on the + and - of Motor 1

To lock 
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Diagnostic aid 
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